
Increasing Access to Renewable Energy Project (FFP TUV 49450) 
 

 

CLIMATE CHANGE ASSESSMENT 
 

I. BASIC PROJECT INFORMATION 
 
Project Title: Tuvalu: Increasing Access to Renewable Energy Project 

Project Cost: US$6.0 million 

Location: Tuvalu (Funafuti, Nukulaelae, Nukufetau and Nui) 

Sector: Energy 

Theme: Energy security, renewable energy generation 

Brief Description: 
 

The Tuvalu Increasing Access to Renewable Energy Project will contribute to the 
implementation of the “Enetise Tutmau” 2012-2020 Master Plan for Renewable 
Electricity and Energy Efficiency. The project outcome will be increased generation 
and use of renewable energy in Funafuti and the Outer Islands and reduce reliance 
on fossil fuels in line with the Tuvalu National Energy Policy, and the Government of 
Tuvalu’s 100% renewable energy target by 2025.  
 
The Funafuti subproject comprises of two components to be developed for Tuvalu 
Electricity Corporation (TEC); (i) roof-mounted solar photovoltaic (PV) installation 
with a total of 500 kilowatt-peak (kWp) installed, and (ii) battery energy storage 
system of 1000 kW/ 2000 kWh. 
 
The Outer Islands subprojects comprise:  

(i) Nukulaelae 44.8 kWp high ground mounted solar PV installation, 
replacement diesel powerhouse, first distribution pillar relocated to within 
this powerhouse, distribution system upgrades, control system and 
communication upgrades 

(ii) Nukufetau 78.4kWp high ground mounted solar PV installation, 
distribution system upgrades, control system and communication 
upgrades 

(iii) Nui 100.8kWp ground mounted solar PV installation, distribution system 
upgrades, control system and communication upgrades 

 
Source: Project Administration Manual 

 
II. SUMMARY OF CLIMATE CHANGE FINANCE 

 
Project Financing Climate Financea 

Source 
Amount 
($ million) 

Adaptation 
($ million) 

Mitigation 
($ million) 

Asian Development Bank    

 Special Funds resources (ADF grant) 6.00 0.20 5.80 

Cofinancing    

       Government counterpart  0.48 0.00 0.48 

 6.48 0.20 6.28 
ADF = Asian Development Fund 
Source: Asian Development Bank 

 
III. SUMMARY OF CLIMATE RISK SCREENING AND ASSESSMENT 

 
A. Sensitivity of Project Component(s) to Climate or Weather Conditions and the Sea Level 
1. Installation of distribution pillars, diesel powerhouse, battery energy storage systems, and ground 

mounted solar infrastructure. A rise in sea level could result in flooding of low lying areas during storm 
surge events leading to damage of solar panels, foundations, power house equipment, batteries and 
inverters. 

http://www.adb.org/Documents/RRPs/?id=49450-015-2
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2. Installation of solar panels. A change in solar radiation resulting in fewer sunlight hours could result in 
lower output from solar panels and impact on supply of renewable energy. This could result in an 
increase in diesel use to make up for the shortfall and therefore impact the overall project objective to 
reduce reliance on fossil fuels. 

3. Installation of solar panels and battery energy storage. An increase in temperature could: 
a. reduce the efficiency of solar panels resulting in a reduction in power output 
b. reduce battery efficiency and life 
c. reduce inverter efficiency and life. 

4. Installation of distribution pillars, diesel powerhouse, battery energy storage systems, and ground 
mounted solar infrastructure. Increase in the intensity of rainfall events, and the frequency of high 
intensity rainfall events could lead to flash flooding, damage to low lying infrastructure and infrastructure 
on water courses. 

 

B. Climate Risk Screening 
 
1. Sea level rise was identified by the AwareTM tool as High Risk because the project is located in a Low 

Elevation Coastal Zone (LECZ), which could be affected by sea level rise. 
2. Precipitation decrease was identified as Medium Risk by the Aware™ tool as the design of the project 

may have to be slightly modified in response to lower rainfall. These modifications are unlikely to result 
in changes to the project because lower rainfall is likely to result in lower risks to the project. Hence no 
further consideration is given to this risk.  

3. Solar Radiation Change was identified as Medium Risk by the Aware™ tool because the design of the 
project may have to be slightly modified to cope with the impact of changes in solar radiation. 

4. Temperature rise was predicted with Very High Confidence in the report “Climate Variability, Extremes 
and Change in the Western Tropical Pacific: New Science and Updated Country Reports 2014 | Chapter 
15 Tuvalu” (Australian Bureau of Meteorology and CSIRO, 2014) (Appendix B).  

5. More extreme rainfall events are predicted with High Confidence by the Australian Bureau of 
Meteorology and CSIRO (2014) report (Appendix B). 

 
Project Geological Hazard Risk Ratings. The overall project geological hazard risk rating was Medium 
because the project was identified as a High Risk for Tsunami.  The data from the AWARE assessment 
suggested that the project is located in a region where there is a tsunami run up hazard associated with a 
500 year return period event. This is based on data from the International Centre for Numerical Methods in 
Engineering (CIMNE) and INGENIAR Ltda (GAR15). 
 

Climate Risk Classification: {low} {medium} {high} 
 
Climate risk screening and assessment was carried out using AWARE for projects and the overall climate 
change risk was identified as Medium Risk (see Appendix A). 
 

C. Climate Risk and Adaptation Assessment 
 
The method used for climate risk and adaptation assessment was the outputs from the AWARE Climate 
Risk Screening and Assessment Tool and conclusions from the Australian Bureau of Meteorology and 
CSIRO (2014) report. The AWARE tool uses the AwareTM geographic data set which has been compiled 
from scientific information relating to current geological, climate and related hazards together with projected 
changes for the future where available. The Australian Bureau of Meteorology and CSIRO (2014) report 
analysed historic trends and also outputs from global climate models (GCMs) within the Coupled Model 
Intercomparison Project (Phase 5) (CMIP5) database. Analysis considered difference representative 
concentration pathways (RCPs) in the analysis. These data sources are combined with the project’s 
sensitivities to a range of climate and geological hazards to generate a report describing the current and 
potential future risks that could affect its design and operation. 
 
As identified in Section B, following the AwareTM Climate Risk Screening and Assessment Tool one High 
and one Medium risks were retained for consideration and adaptation as necessary. One Very High 
Confidence prediction and one High Confidence prediction were also retained. These are: 
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• Sea level rise which could result in storm surge flooding of ground mounted solar PV, cable trays, 
generator sets, battery and inverter sheds. Note that some elements of the projects will not be 
affected because they are above the predicted flood levels e.g. roof mounted solar, distribution 
lines. 

• A change in solar radiation that results in reduced sunshine hours leading to a lower power output 

• Temperature increases which could may lead to a decrease in efficiency of solar PV panels and 
consequently a lower power output 

• More extreme rainfall events could lead to increased flash flooding 
 
The adaptation measures that have been identified for inclusion in the final design for the renewable energy 
projects on Funafuti and the Outer Islands for managing the climate risks are described below for each 
project, except for the Change in solar radiation risk, where for Funafuti a further expansion of renewable 
energy investment as per the Tuvalu – Funafuti Road Map, will compensate for any reduction in a change 
in solar radiation i.e. any reduction in sunny days. For the Outer Islands TEC will need to assess if further 
solar PV needs to be added in future. 
 

Subproject 1 - Funafuti 
Sea level rise and associated storm surge flooding 

• The PV panels shall be installed on the rooftop of Government buildings around Funafuti.  

• Ensure inverters and batteries are installed so that the bottom of the inverter is located 1.5 m above 
finished surface level (FSL) and therefore above the predicted flood levels. 

• Ensure inverter and battery house is located on a raised concrete slab (e.g. 300 mm above FSL) 
raising them above the predicted flood levels. 

• Distribution cables will be located underground and designed to withstand infrequent seawater 
inundation. 

• All cable connections will be designed so that they can withstand seawater inundation. 
Increased temperature 

• Ensure solar project design and installation (solar PV panels, batteries and inverters) accounts for 
local environment (i.e. high heat and humidity). 

• Mechanically ventilate the battery and inverter rooms (e.g. install fans or air conditioning units for 
forced cooling) to reduce impacts of high temperatures. 
More extreme rainfall events and associated flooding 

• Mitigations as per sea level rise and associated storm surge flooding 

• Ensure that the inverter and battery house are not located on a flash flood water course 

• Ensure that drainage systems on the Government buildings as well as battery and inverter houses 
are maintained to prevent water inundation from rainfall 

• Ensure debris is cleaned away after flood events. 
Subproject 2 - Nukulaelae 
Sea level rise and associated storm surge flooding 

• Ensure ground vegetation in and around the solar farm kept low to allow flood water clear passage. 

• Install ground mounted solar PV panels on taller mounting frames so that the lowest part of the 
solar panel is above predicted flood levels, up to 1.5 m above finished surface level (FSL) 

• Install low voltage (LV) cable trays above predicted flood levels (e.g. 1.0 m above FSL) 

• Existing pillar boxes to be raised above flood levels 

• Existing diesel powerhouse to be replaced with a new building with a raised floor to match floor 
level of battery and invert building.  
Increased temperature 

• Ensure solar project design and installation (solar PV panels and inverters) accounts for local 
environment (i.e. high heat and humidity). 

• Mechanically ventilate the inverter rooms (e.g. install fans or air conditioning units for forced 
cooling) to reduce impacts of high temperatures. 
More extreme rainfall events and associated flooding 

• Mitigations as per sea level rise and associated storm surge flooding 

• Ensure that the inverter house is not located on a flash flood water course 
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• Ensure that drainage systems on the inverter house is maintained to prevent water inundation 
from rainfall 
Subproject 3 - Nukufetau 
Sea level rise and associated storm surge flooding 

• Ground mounted solar foundations installed on sand flats will be subjected to water inundation. 
Design foundations assuming saturated ground conditions 

• Install ground mounted solar PV panels on mounting frames similar to existing array which are 
known to be well above maximum water levels 

• Install low voltage (LV) cable trays above predicted flood levels  

• Ensure inverters are installed so that the bottom of the inverter is located 1.5 m above FSL and 
therefore above the predicted flood levels. 

• Distribution cables will be located underground and designed to withstand infrequent seawater 
inundation. 

• All cable connections will be designed so that they can withstand water inundation. 
Increased temperature 

• Ensure solar project design and installation (solar PV panels and inverters) accounts for local 
environment (i.e. high heat and humidity). 

• Mechanically ventilate the inverter rooms (e.g. install fans) to reduce impacts of high 
temperatures. 
More extreme rainfall events and associated flooding 

• Mitigations as per sea level rise and associated storm surge flooding 

• Ensure that the inverter house is not located on a flash flood water course 

• Ensure that drainage systems on the inverter house is maintained to prevent water inundation 
from rainfall 

• Clear away debris after flash flood events 
Subproject 4 - Nui 
Sea level rise and associated storm surge flooding 

• Design and construct the perimeter fencing around the ground mounted solar PV at a higher 
standard to prevent flood debris from entering the site and damaging solar panels and associated 
infrastructure. 

• Ensure debris is cleaned away after flood events. 

• Ensure ground vegetation in and around the solar array kept low to allow flood water clear 
passage. 

• Install ground mounted solar PV panels on taller mounting frames so that the lowest part of the 
solar panel is above predicted flood levels, up to 1.5 m above finished surface level (FSL) 

• Install low voltage (LV) cable trays above predicted flood levels (e.g. 1.0 m above FSL)  

• Install pillar mounted collector boxes above predicted flood levels (e.g. 1.5 m above FSL) 

• Ensure inverters are installed so that the bottom of the inverter is located 1.5 m above FSL and 
therefore above the predicted flood levels. 

• Ensure inverter house is located on a raised concrete slab (e.g. 300 mm above FSL) raising them 
above the predicted flood levels. 

• Distribution cables will be located underground and designed to withstand infrequent seawater 
inundation. 

• All cable connections will be design so that they can withstand seawater inundation. 
Increased temperature 

• Ensure solar project design and installation (solar PV panels, batteries and inverters) accounts for 
local environment (i.e. high heat and humidity). 

• Mechanically ventilate the battery and inverter rooms (e.g. install fans or air conditioning units for 
forced cooling) to reduce impacts of high temperatures. 
More extreme rainfall events and associated flooding 

• Mitigations as per sea level rise and associated storm surge flooding 

• Ensure that the inverter house is not located on a flash flood water course, or ensure adequate 
civil drainage works installed to direct flood waters away from the solar PV panels and 
foundations 
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• Ensure that drainage systems on the inverter house is maintained to prevent water inundation 
from rainfall 

D. Climate Risk Screening Tool and/or Procedure Used 

 
AwareTM Climate Risk Screening and Assessment Tool - (Project created and Report generated by: Marissa 
Del Castillo, Asian Development Bank 18.05.2019), (see Appendix A). 
 
Climate Variability, Extremes and Change in the Western Tropical Pacific: New Science and Updated 
Country Reports. Chapter 15 Tuvalu. Produced by Australian Bureau of Meteorology and Commonwealth 
Scientific and Industrial Research Organisation (CSIRO) 2014 (see Appendix B). 
 

 
IV. CLIMATE ADAPTATION PLANS WITHIN THE PROJECT 

 

Adaptation Activity 
Target 

Climate Risk 

Estimated 
Adaptation Costs 

($ million) 
Adaptation Finance 

Justification 

New powerhouse for diesel 
generator with raised floor 
level for Nukulaelae, and 
raised pillarboxes 

Sea level rise 
and storm 
surge 

0.16 Estimated cost for new building 
and construction with heights 
above flood levels 

Increase foundation heights 
of battery and inverter sheds 
on Funafuti 

Sea level rise 
and storm 
surge 

0.01 The estimated cost of increasing 
foundation heights to cope with 
floods associated with storm surge. 

Increase frame height of 
ground mounted solar PV on 
Outer Islands 

Sea level rise 
and storm 
surge 

0.01 The estimated cost of increasing 
panel frame heights so that the 
bottom of the panel is 1.5 m above 
FSL. 

Installation of cooling fans in 
battery and inverter sheds 
and using batteries and 
inverters with higher 
temperature rating. 

Increased 
temperature 

0.02 The estimated cost of installing 
cooling fans and design changes 
for batteries and inverters with 
higher temperature rating. 

 
V. CLIMATE MITIGATION PLANS WITHIN THE PROJECT 

 

Mitigation Activity 

Estimated GHG 
Emissions Reduction 

(tCO2e/year)a 

Estimated 
Mitigation Costs 

($ million) 
Mitigation Finance 

Justification 

Increased sustainable 
generation and utilization of 
renewable energy in Tuvalu 
which includes the: 

• Installation of renewable 
energy generation capacity. 

• Installation of BESS on 
Funafuti to complement and 
facilitate use of renewable 
energy. 

 

8441 5.8 The project outcome will 
be increased use of 
renewable energy in 
Funafuti and the Outer 
Islands and reduce 
reliance on fossil fuels in 
line with the Tuvalu 
National Energy Policy, 
and the Government of 
Tuvalu’s 100% renewable 
energy target by 2025. 

 

 
1  The GHG reductions were calculated by comparing the calculated ‘WITH’ and ‘WITHOUT’ diesel fuel scenarios 

based where it is assumed 1 litre of diesel fuel consumed in generating electricity will generate 2.68 kg CO2e. See 
Conclusion of the Tuvalu Increasing Access to Renewable Energy Project Feasibility Report. 
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Appendix A. Aware Climate Risk Screening and Assessment for Tuvalu Increasing Access 
to Renewable Energy Project 
 
Appendix B. Climate Variability, Extremes and Change in the Western Tropical Pacific: New 
Science and Updated Country Reports 2014. Chapter 15 Tuvalu 



01 Introduction
This report summarises results from a climate and geological risk screening exercise. The project information
and location(s) are detailed immediately below.

The screening is based on the AwareTM geographic data set, compiled from the latest scientific information on
current geological, climate and related hazards together with projected changes for the future where available.
These data are combined with the project’s sensitivities to hazard variables, returning information on the current
and potential future risks that could influence its design and planning.

Project Information

PROJECT NAME: Tuvalu Increasing Access to Renewable Energy Project

SUB PROJECT: (i) PV on three outer islands; (ii) PV and BESS on the main Island in Funafuti atoll

PROJECT NUMBER
/ REFERENCE:

49450-015

SECTOR: Energy

SUB SECTOR: Renewable energy generation - solar

DESCRIPTION: The proposed project aims to build climate-resilient infrastructure to assist the Government
of Tuvalu in achieving their target of 100% renewable energy by 2025, displacing diesel
fuel, and avoiding greenhouse gas emissions. More specifically, it will deliver: (i) 44.8 kWp
PV on Nukulaelae; 78.4 kWp PV on Nukufetau; and 100.8 kWp PV on Nui; (ii) 500 kWp of
solar PV and 1 MW/2MWh battery energy storage system (BESS) on Funafuti; and (iii)
capacity building and project management and supervision support.

02 Chosen Locations

1) Location 1

  

Section 1 of 16 Project created and Report generated by: Marissa Del Castillo, Asian Development Bank | Date created: 10.04.2019 09:14

Aware for Projects



03 Project Climate Risk Ratings

Below you will find the overall climate risk level for the project together with a radar chart presenting the level of
risk associated with each individual climate risk topic analysed in AwareTM. Projects with a final “High risk” rating
are always recommended for further more detailed climate risk analyses.
The radar chart provides an overview of which individual risks are most significant. This should be used in
conjunction with the final rating to determine whether the project as a whole, or its individual components,
should be assessed in further detail. The red band (outer circle) suggests a higher level of risk in relation to a
risk topic. The green band (inner circle) suggests a lower level of risk in relation to a risk topic.
In the remaining sections of this report more detailed commentary is provided. Information is given on existing
and possible future climate conditions and associated hazards. A number of questions are provided to help
stimulate a conversation with project designers in order to determine how they would manage current and
future climate change risks at the design stage. Links are provided to recent case studies, relevant data portals
and other technical resources for further research.

Final project climate risk ratings 

Medium Risk 

Breakdown of climate risk topic ratings 
A) Temperature increase

B) Wild fire

C) Permafrost

D) Sea ice

E) Precipitation increase

F) Flood

G) Snow loading

H) Landslide

I) Precipitation decrease

J) Water availability

K) Wind speed increase

L) Onshore Category 1 storms

M) Offshore Category 1 storms

N) Wind speed decrease

O) Sea level rise

P) Solar radiation change

Section 3 of 16

Aware for Projects



I have acknowledged the risks highlighted in this section.

04
HIGH
RISK

SEA LEVEL RISE

ACCLIMATISE COMMENTARY

You have indicated that the project is located in
a Low Elevation Coastal Zone (LECZ), which
could be affected by sea level rise.

1. What does this mean for the design of my
project?

• There is a potential for an increase in
incidences where current design standards will
not be sufficient. See "Critical thresholds" in
the "Help and glossary" section for further

details on how a changing climate can impact on critical thresholds and design standards.

• The design, operational and maintenance standards should be reviewed - take into consideration
current impacts of inundation from the sea as well as potential future changes.

2. How could sea level rise affect the project even without future climate change?

• Low Elevation Coastal Zones (LECZs) are particularly prone to local tropical cyclones, mid-
latitude storms and associated storm surges. 
• Erosion of the coastline can exacerbate ‘coastal squeeze’, putting pressure on natural sea
defences, such as salt marshes and mangroves as well as man-made structures.
• Up to date information on coastal storm and flood risk worldwide is available online, for example
UNEP / UNISDR's Global Risk Data Platform.

3. What does the science say could happen by 2100?

• Some recent research suggests that global sea levels could be 0.75 to 1.9m higher by the end of
the century. 
• Local changes in ocean density/dynamics and land movements can also add to, or lessen, the
effects of sea level rise at a given location. 
• Sea level rise has the potential to accelerate the rate of coastal erosion. Changes in erosion
regimes also impact the rate of sedimentation in other areas, particularly in estuarine and other
tidal settings. This could provide problems with access to existing ports and jetties. 
• In tropical regions, increasing ocean acidification and temperatures can lead to coral reef
bleaching and destruction. Such reefs can provide a natural barrier to coastal inundation and
erosion. 
• In addition, sea level rise could cause saline intrusion into aquifers, further depleting useable
water resources.
• Local sea level rise in combination with storm surge and wave height poses a hazard to offshore
fixed assets, such as oil and gas platforms.

If you want to know more about trends in sea level rise around the world, please refer to: NOAA's
Sea Level Trends map.

4. What next?

1. See the section "Further reading" in "Help and glossary" at the end of this report which lists a
selection of resources that provide further information on a changing climate.
2. Click here for the latest news and information relating to sea level and climate change.

Section 4 of 16
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http://www.acclimatise.uk.com/?s=sea%20level
http://tidesandcurrents.noaa.gov/sltrends/sltrends.html
http://preview.grid.unep.ch/index.php?preview=map&lang=eng


I have acknowledged the risks highlighted in this section.

05
MEDIUM
RISK

PRECIPITATION DECREASE

Would a decrease in precipitation require modifications to the design of the project in order to
successfully provide the expected services over its lifetime?

Chosen Answer
Yes - a little.
The design of the project may have to be slightly modified to cope with the impact of decreased
precipitation.

ACCLIMATISE COMMENTARY

1. What does this mean for the design of my project?

• There is a potential for an increase in incidences where current design standards will not be
sufficient. See "Critical thresholds" in the "Help and glossary" section for further details on how a
changing climate can impact on critical thresholds and design standards.

• The design, operational and maintenance standards should be reviewed - take into consideration
current impacts of decreased precipitation events as well as potential future changes.

2. How could reduced precipitation affect the project even without future climate change?

• Decreased seasonal runoff may exacerbate
pressures on water availability, accessibility
and quality.
• Variability of river runoff may be affected such
that extremely low runoff events (i.e. drought)
may occur much more frequently.
• Pollutants from industry that would be
adequately diluted could now could become
more concentrated.
• Increased risk of drought conditions could
lead to accelerated land degradation,
expanding desertification and more dust

storms.
• If our data suggests that there are existing hazards associated with decreased precipitation in the
region, they will be highlighted elsewhere in the report. This may include water availability and
wildfire.

3. What does the science say could happen by the 2050s?

• Climate model projections do not agree that annual average precipitation will decrease in the
project location which could indicate a relatively high degree of uncertainty (see the section "Model
agreement and uncertainty" in "Help and glossary" at the end of this report). On the other hand,
this could also mean precipitation patterns are not expected to change or may even increase (see
elsewhere in the report for more details of projections related to precipitation increase).
• If you want to know more about projected changes in the project location across a range of GCMs
and RCPs please refer to USGS's CMIP5 Global Climate Change Viewer for detailed maps.

4. What next?

1. See the section "Further reading" in "Help and glossary" at the end of this report which lists a
selection of resources that provide further information on a changing climate.
2. Click here for the latest news and information relating to water and climate change.
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http://www.acclimatise.uk.com/?s=water
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I have acknowledged the risks highlighted in this section.

06
MEDIUM
RISK

SOLAR RADIATION CHANGE

Would a change in solar radiation require modifications to the design of the project in order to
successfully provide the expected services over its lifetime?

Chosen Answer
Yes - a little.
The design of the project may have to be slightly modified to cope with the impact of changes
in solar radiation.

ACCLIMATISE COMMENTARY

1. What does this mean for the design of my project?

• There is a potential for incidences where current design standards will not be sufficient or met.
See "Critical thresholds" in the "Help and glossary" section for further details on how a changing
climate can impact on critical thresholds and design standards.

• The design, operational and maintenance standards should be reviewed - take into consideration
current impacts of fluctuating solar radiation as well as potential future changes.

2. How could changes in solar radiation affect the project even without future climate
change?

Medium (yearly, seasonal) or longer term
variations in solar radiation at the Earth’s
surface can affect for example:
• Agricultural yields. Rates of photosynthesis
(and therefore growing season) are
proportional to the surface solar radiation. 
• Solar power potential.
• The rate of degeneration of building materials.

3. What does the science say could happen in the future?

• Future projections of regional ‘dimming’ or ‘brightening’ are difficult to predict. This is due largely
to the large uncertainty surrounding cloud formation under climate change conditions. 
• Given future uncertainty it is advisable to carefully assess past levels of solar radiation in the
region, bearing in mind that it could change in the future. The UNEP Solar and Wind Energy
Resource Assessment SWERA provides a useful global overview of solar radiation information.

4. What next?

1. See the section "Further reading" in "Help and glossary" at the end of this report which lists a
selection of resources that provide further information on a changing climate.
2. Click here for the latest news and information relating to water and climate change.
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07
LOW
RISK

TEMPERATURE INCREASE

Would an increase in temperature require modifications to the design of the project in order to
successfully provide the expected services over its lifetime?

Chosen Answer
No - modifications are not required.
The design of the project would be unaffected by increases in temperature.

ACCLIMATISE COMMENTARY

1. What does this mean for the design of my project?

• Even though you have suggested that project designs would not be sensitive to rising
temperatures, it is worth considering existing temperature related hazards in the region where the
project is planned. 
• There is a potential for an increase in incidences where current design standards will not be
sufficient. See "Critical thresholds" in the "Help and glossary" section for further details on how a
changing climate can impact on critical thresholds and design standards.

• The design, operational and maintenance standards should be reviewed - take into consideration
current impacts of high temperatures as well as potential future changes.

2. How could current high temperatures affect the project even without future climate
change?

• Heatwaves put stress on buildings and other infrastructure, including roads and other transport
links. In cities, the ‘urban heat island’ can increase the risk of heat related deaths.
• Warm weather can raise surface water temperatures of reservoirs used for industrial cooling. In
addition, this could impact local eco-systems, improving the growing conditions for algae and
potentially harmful micro-organisms in water courses.
• Heatwaves can have an impact on agricultural productivity and growing seasons. 
• High temperatures can have implications for energy security. Peak energy demand due to
demand for cooling can exceed incremental increases on base load in addition to the risk of line
outages and blackouts.
• Human health can be affected by warmer periods. For example, urban air quality and disease
transmission (e.g. malaria and dengue fever) can be impacted by higher air temperatures.
• Wildfire risk is elevated during prolonged warm periods that dry fuels, promoting easier ignition
and faster spread.
• Permafrost and glacial melt regimes as impacted by warm periods.
• If our data suggests that there are existing hazards associated with high temperatures in the
region, they will be highlighted elsewhere in the report. This may include existing wildfire risks as
well as areas potentially impacted by permafrost and glacial melt.

3. What does the science say could happen by the 2050s?

• Climate model projections do not agree that
annual average temperature increase will reach
2˚C in the project location.
• If you want to know more about projected
changes in the project location across a range
of GCMs and RCPs please refer to USGS's
CMIP5 Global Climate Change Viewer for
detailed maps.

4. What next?
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http://regclim.coas.oregonstate.edu/visualization/gccv/cmip5-global-climate-change-viewer/index.html


I have acknowledged the risks highlighted in this section.

1. See the section "Further reading" in "Help and glossary" at the end of this report which lists a
selection of resources that provide further information on a changing climate.
2. Click here for the latest news and information relating to temperature and climate change.

http://www.acclimatise.uk.com/?s=heat


I have acknowledged the risks highlighted in this section.

08
LOW
RISK

PRECIPITATION INCREASE

Would an increase in precipitation require modifications to the design of the project in order to
successfully provide the expected services over its lifetime?

Chosen Answer
No - modifications are not required.
The design of the project would be unaffected by increases in precipitation.

ACCLIMATISE COMMENTARY

1. What does this mean for the design of my project?

• Even though you have suggested that designs would not be affected by increased precipitation, it
is worth considering existing precipitation related hazards in the region where the project is
planned.

2. How could current heavy precipitation affect the project even without future climate
change?

• Seasonal runoff may lead to erosion and
siltation of water courses, lakes and reservoirs.
• Flooding and precipitation induced landslide
events.
• In colder regions, seasonal snow falls could
lead to overloading structures and avalanche
risk.
• If our data suggests that there are existing
hazards associated with heavy precipitation in
the region, they will be highlighted elsewhere
in the report. This may include existing flood
and landslide risks.

3. What does the science say could happen by the 2050s?

• Climate model projections do not agree that annual average precipitation will increase in the
project location which could indicate a relatively high degree of uncertainty (see the section "Model
agreement and uncertainty" in "Help and glossary" at the end of this report). On the other hand,
this could also mean precipitation patterns are not expected to change or may even decrease (see
elsewhere in the report for more details of projections related to precipitation decrease).
• If you want to know more about projected changes in the project location across a range of GCMs
and RCPs please refer to USGS's CMIP5 Global Climate Change Viewer for detailed maps.

4. What next?

1. See the section "Further reading" in "Help and glossary" at the end of this report which lists a
selection of resources that provide further information on a changing climate.
2. Click here for the latest news and information relating to water and climate change.
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The sections above will provide details on all high and medium climate hazard risks from AwareTM

where these are suggested by the climate sensitivities of the project and / or the underlying data.
Selected Low risks may also be detailed. Local conditions, however, can be highly variable, so if
you have any concerns related to risks not detailed in this report, it is recommended that you
investigate these further using more site-specific information or through discussions with the project
designers.
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10 Project Geological Hazard Risk Ratings

Below you will find the overall geological hazard risk level for the project together with a radar chart presenting
the level of risk associated with each individual geological risk topic analysed in AwareTM. Projects with a final
“High risk” rating are always recommended for further more detailed geological risk analyses.
The radar chart provides an overview of which individual risks are most significant. This should be used in
conjunction with the final rating to determine whether the project as a whole, or its individual components,
should be assessed in further detail. The red band (outer circle) suggests a higher level of risk in relation to a
risk topic. The green band (inner circle) suggests a lower level of risk in relation to a risk topic.
In the remaining sections of this report more detailed commentary is provided. Information is given on existing
geological conditions and associated hazards. A number of questions are provided to help stimulate a
conversation with project designers in order to determine how they would manage geological risks at the design
stage. Links are provided to recent case studies, relevant data portals and other technical resources for further
research.

Final project geological hazard risk ratings 

Medium Risk 

Breakdown of geological hazard risk topic ratings 
A) Earthquake

B) Seismic landslide

C) Tsunami

D) Volcano
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HIGH
RISK

TSUNAMI

ACCLIMATISE COMMENTARY

• Our data suggest that the project is located in
a region where there is a tsunami run up
hazard associated with a 500yr return period
event. This is based on post-processed data
from the International Centre for Numerical
Methods in Engineering (CIMNE) and
INGENIAR Ltda (GAR15).
• The risk and scale of tsunami flooding is
dependent on the size of the tsunami event
and local geographical factors including
proximity to the coast and local topography.
• Up to date information on tsunami risk
worldwide is available online, for example

UNEP / UNISDR's Global Risk Data Platform, NCEI's Global Historical Tsunami Database and
NOAA's Pacific Tsunami Warning Center.

1. What does this mean for the design and construction of my project?

• If tsunami risk is identified as a potential problem for the project, it is recommended that:
- More localised information is collected on past tsunamis and local site condition
- Information is collected on local land use and building regulations, such as tsunami zonation
ordinance
- The project siting, design and construction features ensure tsunami risk reduction considerations.
It is recommended that consideration be given to site selection, in particular whether it is feasible
for the project to be located on higher ground
- Where the proposed infrastructure will act as a critical facility, such as power supply,
communication networks etc., a more detailed tsunami risk assessment is undertaken to inform the
project siting, design and construction process

2. What the science says could happen in the future and what does this mean for the design
and construction of my project?

• Although rising sea level is unlikely to have a noticeable additional effect on flooding from the
larger, more destructive scale of tsunamis, it may exacerbate the extent of flooding that may be
expected from smaller scale events.
• Existing engineering design and construction may not take into consideration the impact of
climate change on otherwise manageable flood risk from small scale tsunamis. See "Critical
thresholds" in the "Help & glossary" section for further details on how a changing climate can
impact on critical thresholds and design standards.

3. As a starting point you may wish to consider the following questions:

Q1 Would the expected performance and maintenance of the project be impaired by tsunami
related flooding?
Q2 Does the project team have a good understanding of the tsunami risk in the area, including
past tsunamis, local site conditions, local land use and building regulations?
Q3 If the proposed infrastructure will act as a critical facility, is there a plan to assess tsunami risk
to project location, design, construction and operation?
Q4 Does the project design and construction features incorporate measures to reduce tsunami risk,
both in the immediate term and as the extent of related seawater inundation changes as a
consequence of climate change?
Q5 Will the project have access to tsunami early warning systems and implement emergency
evacuation procedures both during project implementation and over the life of supported
infrastructure?

4. What next?
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I have acknowledged the risks highlighted in this section.

• See the section "Further reading" in "Help and glossary" at the end of this report which lists a
selection of resources that provide further information on disaster risk reduction.
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The sections above will provide details on all high geological hazard risks from AwareTM where
these are suggested by the underlying data. Local conditions, however, can be highly variable, so
if you have any concerns related to risks not detailed in this report, it is recommended that you
investigate these further using more site-specific information or through discussions with the
project.
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HELP AND GLOSSARY:

Model agreement and uncertainty:
Although climate models are constantly being improved, they are not good enough to predict future
climate conditions with a degree of confidence which would allow precise adaptation decisions to
be made. Outputs from different climate models often differ, presenting a range of possible climate
futures to consider, and ultimately a wide range of possible actions to take. In Aware, climate
projections make use of GCM ensemble percentiles to determine: for temperature increase,
whether 75% of CMIP5 GCM ensemble agree on a magnitude of change; for precipitation increase
and decrease, whether 75% of CMIP5 GCM ensemble agree on the direction of change.
Even with improvements in climate modelling, uncertainties will remain. It is likely that not all the
climate statistics of relevance to the design, planning and operations of a project's assets and
infrastructure will be available from climate model outputs. The outputs are typically provided as
long-term averages, e.g. changes in average monthly mean temperature or precipitation. However,
decisions on asset integrity and safety may be based on short-term statistics or extreme values,
such as the maximum expected 10 minute wind speed, or the 1-in-10 year rainfall event. In such
cases, project designers or engineers should be working to identify climate-related thresholds for
the project (see "Critical thresholds" section below) and evaluate whether existing climate trends
are threatening to exceed them on an unacceptably frequent basis. Climate models can then be
used to make sensible assumptions on potential changes to climate variables of relevance to the
project or to obtain estimates of upper and lower bounds for the future which can be used to test
the robustness of adaptation options.
The key objective in the face of uncertainty is therefore to define and implement design changes
(adaptation options) which both provide a benefit in the current climate as well as resilience to the
range of potential changes in future climate.

Critical thresholds:
A key issue to consider when assessing and prioritising climate change risks is the critical
thresholds or sensitivities for the operational, environmental and social performance of a project.
Critical thresholds are the boundaries between ‘tolerable’ and ‘intolerable’ levels of risk. In the
diagram below, it can be seen how acceptable breaches in a critical threshold in today’s climate
may become more frequent and unacceptable in a future climate.

The relationship between a critical threshold and a climate change related success criterion
for a project. [Source: Willows, R.I. and Connell, R.K. (Eds.) (2003). Climate adaptation: Risk,
uncertainty and decision-making. UKCIP Technical Report, UKCIP, Oxford].
Climate change scenarios can be used to see if these thresholds are more likely to be exceeded in
the future. The simplest example is the height of a flood defence. When water heights are above
this threshold, the site will flood. The flood defence height is the horizontal line labelled ‘critical
threshold’. Looking at the climate trend (in this case it would be sea level or the height of a river) –
shown by the blue jagged line – it can be seen that the blue line has a gradual upward trend
because of climate change. This means that the critical threshold is crossed more often in the
future – because sea levels are rising and winter river flows may be getting larger. So, to cope with
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future – because sea levels are rising and winter river flows may be getting larger. So, to cope with
this change, adaptation is needed – in this case, one adaptation measure is to increase the height
of the flood defence.

Further reading and resources:

Report detailing changes in global climate:
The Global Climate 2001 - 2010

IPCC report on climate-related disasters and
opportunities for managing risks:
Managing the Risks of Extreme Events and
Disasters to Advance Climate Change
Adaptation (SREX)

IPCC report on impacts, adaptation and
vulnerability:
Climate Change 2014: Impacts, Adaptation,
and Vulnerability

IFC report on climate-related risks material to
financial institutions:
Climate Risk and Financial Institutions.
Challenges and Opportunities.

Nationally Determined Contributions (NDCs)
submitted under the COP21 Paris Agreement:
NDC Registry.

ADB report on investment in disaster resilience:
Investing in Resilience: Ensuring a Disaster-
Resistant Future.

UNISDR's report on disaster risk success
stories:
Disaster risk reduction: 20 examples of good
practices from Central Asia.

UNISDR's review and analysis of data and
information on disaster risk patterns and
trends:
Global Assessment Report on Disaster Risk
Reduction.

CRED's International Disasters Database:
EM-DAT.

DesInventar Project's historical disaster impact
catalogues:
DesInventar.

http://www.desinventar.org/en/
http://www.emdat.be/
http://risk.preventionweb.net/capraviewer/download.jsp
https://www.unisdr.org/we/inform/publications/2300
https://www.adb.org/sites/default/files/publication/30119/investing-resilience.pdf
http://www4.unfccc.int/ndcregistry/Pages/All.aspx
http://www.ifc.org/wps/wcm/connect/topics_ext_content/ifc_external_corporate_site/sustainability-at-ifc/publications/publications_report_climateriskandfis-fullreport__wci__1319578190360
http://www.ipcc.ch/report/ar5/wg2/
http://www.ipcc.ch/report/srex/
https://accounts.acclimatise.uk.com/uploaded_dir/wmo_1119_en.pdf


National progress reports to UNISDR on DRM
commitments:
HFA National Progress Reports.

National documents DRM policy and strategy
documents and studies:
Disaster risk reduction in the world.

National-level factsheets based on the Global
Assessment Report:
Country Profiles.

GEM NEXUS Building and population inventory
:
GED4GEM database.

GAR analysis tool of exposure including
population, capital stock and economic
indicators:
Risk Data Platform CAPRAViewer.

Aware data resolution:
The proprietary Aware data set operates at a resolution of 0.5 x 0.5 decimal degrees (approximately
50 km x 50 km at the equator). These proprietary data represent millions of global data points,
compiled from environmental data and the latest scientific information on current climate / weather
related hazards together with potential changes in the future. Future risk outcomes are based on
projections data from the near- to mid-term time horizons (2020s or 2050s, depending on the
hazard and its data availability).
Global climate model output, from the World Climate Research Programme's (WCRP's) Coupled
Model Intercomparison Project phase 3 (Meehl et al., 2007) and 5 (CMIP5) multi-model dataset
(Taylor et al., 2012), were resampled to a 0.5 degree grid.
[Taylor, K.E., R.J. Stouffer, G.A. Meehl (2012) "An Overview of CMIP5 and the experiment design.”
Bulletin of the American Meteorological Society, 93, 485-498.
[Meehl, G. A., C. Covey, T. Delworth, M. Latif, B. McAvaney, J. F. B. Mitchell, R. J. Stouffer, and K.
E. Taylor: The WCRP CMIP3 multi-model dataset: A new era in climate change research, Bulletin
of the American Meteorological Society, 88, 1383-1394, 2007]

Aware data application:
In some instances Risk Topic ratings are only based on Aware data, including:
• Flood
• Permafrost
• Landslides – precipitation induced
• Earthquake
• Landslides – seismic induced
• Volcano
• Tsunami

Country level risk ratings:
These are generated from the data points within a country’s borders. For single locations, site-
specific data are used, and for multiple locations or countries, composite data across the portfolio
of locations are used.

Glossary of terms used in report
"Climate model projections agree": for temperature, defined as 75% of CMIP5 GCM ensemble
members agreeing that annual average temperature increase will reach 2°C; for precipitation
increase or decrease, defined as 75% of CMIP5 GCM ensemble members agreeing on the direction
of annual average precipitation change.

"Climate model projections do not agree": for temperature, defined as only 25% of CMIP5 GCM
ensemble members agreeing that annual average temperature increase will reach 2°C; for
precipitation increase or decrease, defined as only 25% of CMIP5 GCM ensemble members
agreeing on the direction of annual average precipitation change.
The overall climate risk score for the project (high, medium or low) is based on a count of high risk
topic scores. A project scores overall high climate risk if greater than or equal to 3 individual risk
topics score high. A project scores overall medium climate risk if between 1 and 2 individual risk

http://risk.preventionweb.net/capraviewer/main.jsp?tab=1&mapcenter=13081127.270789,1869368.5554314&mapzoom=3
https://www.nexus.globalquakemodel.org/ged4gem/posts
http://www.preventionweb.net/english/hyogo/gar/2015/en/home/data.php?iso=
http://www.preventionweb.net/countries/map
http://www.preventionweb.net/english/hyogo/progress/reports/


topics score high. A project scores overall medium climate risk if between 1 and 2 individual risk
topics score high. A project scores overall low climate risk if none of the individual risk topics score
high.
The overall geological risk score for the project (high, medium or low) is based on a count of high
risk topic scores. A project scores overall high geological risk if greater than or equal to 2 individual
risk topics score high. A project scores overall medium geological risk if 1 individual risk topic
scores high. A project scores overall low geological risk if none of the individual risk topics score
high.



DISCLAIMER:

The Content in Aware and its output report is provided on an “as is” and an “as available” basis and
without warranties of any kind either expressed or implied. To the fullest extent permissible
pursuant to applicable law, Acclimatise disclaims all warranties, express or implied, including, but
not limited to, implied warranties of merchantability and fitness for a particular purpose. Acclimatise
does not warrant that the functions contained in the Content will be uninterrupted or error-free and
does not accept any responsibility for any mistakes, errors or other deficiencies in the Content and
disclaims all liability in respect of your use of the Content to the fullest extent possible in each and
every applicable jurisdiction.
Neither Acclimatise nor any third party content providers shall be liable for any errors, inaccuracies
or delays in content, or for any actions taken in reliance thereon. The Content is for general
information purposes only. The Content is provided by Acclimatise and from sources which
Acclimatise believes to be reliable and whilst every endeavour is made to keep the information up-
to-date, complete and correct, no representations or warranties are made of any kind, express or
implied, about the completeness, accuracy, reliability, suitability or availability with respect to the
Content. Any reliance you place on such information is therefore strictly at your own risk.
The Content does not provide any form of advice (investment, tax, legal) amounting to investment
advice, or make any recommendations regarding particular financial instruments, investments or
products. Acclimatise will not be liable for any loss or damage caused by a reader's reliance on
information obtained in our Content. Users are solely responsible for their own investment
decisions. Acclimatise’s opinions and analyses are based on sources believed to be reliable and
are written in good faith, but no representation or warranty, expressed or implied, is made as to
their accuracy or completeness. Acclimatise is not authorised for the conduct of investment
business (as defined in the UK's Financial Services and Markets Act 2000) and the Content
provided in our services and products are not intended as, and shall not constitute, investment
advice.

Project created and Report generated by: Marissa Del Castillo, Asian Development Bank | Date created: 10.04.2019 09:14 | Aware Build Version: 3.7.1
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15.1.1 Current Climate
•	 Annual and May–October mean 

and maximum air temperatures 
at Funafuti have increased since 
1933. The frequency of night-time 
cool temperature extremes have 
decreased and warm temperature 
extremes have increased. These 
temperature trends are consistent 
with global warming.

•	 Annual and half-year rainfall trends 
show little change at Funafuti since 
1927. There has also been little 
change in extreme daily rainfall 
since 1961.

•	 Tropical cyclones affect Tuvalu 
mainly between November and 
April. An average of 8 cyclones per 
decade developed within or crossed 
the Tuvalu Exclusive Economic 
Zone (EEZ) between the 1969/70 to 
2010/11 seasons. Tropical cyclones 
were most frequent in El Niño 
years (12 cyclones per decade) 
and least frequent in La Niña years 
(3 cyclones per decade). Only 
three of the 24 tropical cyclones 
(13%) between the 1981/82 and 
2010/11 seasons were severe 

events (Category 3 or stronger) 
in the Tuvalu EEZ. Available data 
are not suitable for assessing 
long-term trends.

•	 Wind-waves around Tuvalu do not 
vary significantly in height during 
the year. Seasonally, waves are 
influenced by the trade winds, 
extra-tropical storms and cyclones, 
and display variability on interannual 
time-scales with the El Niño–
Southern Oscillation (ENSO) and the 
strength and location of the South 
Pacific Convergence Zone (SPCZ). 
Available data are not suitable for 
assessing long-term trends.

15.1.2 Climate 
Projections
For the period to 2100, the latest 
global climate model (GCM) 
projections and climate science 
findings indicate:

•	 El Niño and La Niña events will 
continue to occur in the future (very 
high confidence), but there is little 
consensus on whether these events 
will change in intensity or frequency;

•	 Annual mean temperatures and 
extremely high daily temperatures 
will continue to rise (very 
high confidence);

•	 It is not clear whether mean annual 
rainfall will increase or decrease, 
the model average indicating 
little change (low confidence), 
with more extreme rain events 
(high confidence);

•	 Incidence of drought is projected to 
decrease slightly (low confidence);

•	 Ocean acidification is expected to 
continue (very high confidence);

•	 The risk of coral bleaching 
will increase in the future (very 
high confidence);

•	 Sea level will continue to rise (very 
high confidence); and

•	 December–March wave heights and 
periods are projected to decrease 
slightly (low confidence).

There are currently nine operational 
meteorological stations in Tuvalu. 
Multiple observations within a 24-hour 
period are taken at Nanumea, Nui, 
Funafuti and Niulakita. There are five 
single observation rainfall stations at 
Nanumaga, Niutao, Nukufetau, Vaitupu 
and Nukulaelae. The Funafuti station 
has the longest record, with monthly 
rainfall data available from 1927 and 
air temperature data from 1933. The 
Funafuti climate station is located on 
the Fongafale islet on the eastern side 
of the Funafuti Atoll in southern Tuvalu.

Funafuti monthly rainfall from 1927 
(daily values from 1961) and air 
temperature from 1961 have been 
used in this report. The Funafuti record 
is considered homogeneous (given 
the available metadata). Additional 
information on historical climate trends 
in the Tuvalu region can be found in 
the Pacific Climate Change Data Portal 
www.bom.gov.au/climate/pccsp/.

Wind-wave data from buoys are 
particularly sparse in the Pacific region, 
with very short records. Model and 
reanalysis data are therefore required 
to detail the wind-wave climate of 
the region. Reanalysis surface wind 
data have been used to drive a wave 
model over the period 1979–2009 to 
generate a hindcast of the historical 
wind-wave climate.

15.1 Climate Summary

15.2 Data Availability

http://www.bom.gov.au/climate/pccsp/
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15.3 Seasonal Cycles

Information on temperature and rainfall 
seasonal cycles can be found in 
Australian Bureau of Meteorology and 
CSIRO (2011).

15.3.1 Wind-driven 
Waves
Surface wind-wave driven processes 
can impact on many aspects of Pacific 
Island coastal environments, including: 
coastal flooding during storm wave 
events; coastal erosion, both during 
episodic storm events and due to 
long-term changes in integrated 
wave climate; characterisation of 
reef morphology and marine habitat/
species distribution; flushing and 
circulation of lagoons; and potential 
shipping and renewable wave energy 
solutions. The surface offshore 
wind-wave climate can be described 
by characteristic wave heights, lengths 
or periods, and directions. 

The wind-wave climate of Tuvalu 
shows little spatial variability across 
its region. 

On the east coast of the capital 
Funafuti, waves display strong 
seasonal variability with the trade 
winds. During June–September, mean 
wave period reaches its minimum 
(seasonal mean period around 8.6 s) 
with slightly larger than average waves 
(mean height around 1.8 m) consisting 
of trade wind generated waves from 

the east and south-east, and a small 
component of south-southwesterly 
swell propagated from storm events 
in the Southern Ocean (Figure 15.1). 
During December–March, mean 
waves reach a maximum period 
(seasonal mean around 9.6 s) with 
slightly smaller height (mean around 
1.6 m) than in June–September 
(Table 15.1). These waves are directed 
from the north-east due to trade 
winds, with storm waves coming from 
the north. Waves larger than 2.6 m 
(99th percentile) at Funafuti occur 
predominantly during the dry season 
from the south-east, with some large 
north-westerly, northerly and north-
easterly waves from cyclones in the 
wet season. The height of a 1-in-50 
year wave event on the east coast 
near Funafuti is calculated to be 5.0 m. 

To the north-west at Nanumea, waves 
are characterised by variability of 
trade winds and strength of the South 
Pacific Convergence Zone (SPCZ). 
Mean wave height and period do 
not vary significantly throughout the 
year on the south coast of Nanumea 
(Table 15.1), though waves are slightly 
smaller than average before the start 
of the wet season. During December–
March, waves at Nanumea are on 
average north-easterly (Figure 15.2), 
associated with northern trade winds, 
with westerly and north-westerly 
waves from the WPM and tropical 
storms. During June–September, the 

observed south-easterly waves are 
generated by southern trade winds 
with some south to south-westerly 
swell from extra-tropical storms to 
the south. Waves larger than 2.7 m 
(99th percentile) occur predominantly 
in the wet season from highly variable 
directions around the north-west due 
largely to tropical cyclones and storms, 
with some large south-easterly waves 
observed in other months. The height 
of a 1-in-50 year wave event to the 
south of Nanumea is calculated to be 
6.5 m. 

No suitable dataset is available to 
assess long-term historical trends in 
the Tuvalu wave climate. However, 
interannual variability may be assessed 
in the hindcast record. The wind-wave 
climate displays strong interannual 
variability at both Funafuti and 
Nanumea, varying strongly with the 
El Niño–Southern Oscillation (ENSO). 
During La Niña years, waves are more 
strongly directed from the east in 
June–September at both locations, 
and also in December–March at 
Nanumea. Wave power is greater 
during La Niña years due to increased 
trade winds, and reduced winds 
during El Niño years due to the SPCZ 
being located over Tuvalu. When the 
Southern Annular Mode index is 
negative, there is a slight reduction 
in wave power at both Funafuti 
and Nanumea.

Table 15.1: Mean wave height, period and direction from which the waves are travelling around Tuvalu in December–March and June–
September. Observation (hindcast) and climate model simulation mean values are given with the 5–95th percentile range (in brackets). 
Historical model simulation values are given for comparison with projections (see Section 15.5.6 – Wind-driven waves, and Table 15.7). 
A compass relating number of degrees to cardinal points (direction) is shown. 

Hindcast Reference Data 
(1979–2009), east Funafuti

Hindcast Reference Data 
(1979–2009), Nanumea

Climate Model 
Simulations (1986–2005) 

– Tuvalu

Wave Height
(metres)

December–March 1.6 (1.2–2.2) 1.7 (1.2–2.3) 1.7 (1.4–2.0)

June–September 1.8 (1.3–2.5) 1.7 (1.3–2.3) 1.6 (1.4–1.9)

Wave Period
(seconds)

December–March 9.6 (7.8–11.7) 9.3 (7.6–11.3) 9.2 (8.1–10.5)

June–September 8.6 (7.1–10.8) 8.8 (7.2–11.2) 8.0 (7.0–9.4)

Wave Direction
(degrees clockwise 

from North)

December–March 50 (10–100) 50 (300–120) 40 (0–60)

June–September 120 (90–160) 130 (100–170) 120 (110–140)
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Figure 15.1: Mean annual cycle of wave 
height (grey) and mean wave direction 
(blue) at Funafuti in hindcast data (1979–
2009). To give an indication of interannual 
variability of the monthly means of the 
hindcast data, shaded boxes show 1 
standard deviation around the monthly 
means, and error bars show the 5–95% 
range. The direction from which the waves 
are travelling is shown (not the direction 
towards which they are travelling).

Figure 15.2: Mean annual cycle of wave 
height (grey) and mean wave direction 
(blue) at Nanumea in hindcast data 
(1979–2009). To give an indication of 
interannual variability of the monthly 
means of the hindcast data, shaded 
boxes show 1 standard deviation around 
the monthly means, and error bars show 
the 5–95% range. The direction from 
which the waves are travelling is shown 
(not the direction towards which they 
are travelling). 
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15.4 Observed Trends

15.4.1 Air Temperature

Annual and Half-year Mean 
Air Temperature

Annual and May–October mean and 
maximum temperatures increased at 
Funafuti over the period 1933–2011 
(Figure 15.3, Table 15.2). These 
increasing trends are statistically 
significant at the 5% level. Minimum 
temperature and November–April 
trends show little change.

Table 15.2: Annual and half-year trends in air temperature (Tmax, Tmin, Tmean) and 
rainfall at Funafuti. The 95% confidence intervals are shown in brackets. Values for 
trends significant at the 5% level are shown in boldface. 

Funafuti
Tmax

(°C/10yrs)
Tmin

(°C/10yrs)
Tmean

(°C/10yrs)
Total Rain

(mm/10yrs)

1933–2011 1927–2011

Annual +0.09
(+0.02, +0.15)

+0.09
(-0.01, +0.19)

+0.10
(+0.02, +0.16)

-57.6 
(-140.9, +25.6)

Nov–Apr +0.03
(-0.03, +0.10)

+0.10
(-0.03, +0.23)

+0.06
(-0.02, +0.13)

-8.3 
(-44.0, +25.9)

May–Oct +0.11
(+0.05, +0.18)

+0.09
(0.00, +0.18)

+0.10
(+0.03, +0.16)

-10.8 
(-53.6, +33.4)

Figure 15.3: Observed time series of annual average values of mean air temperature (red dots and line) and total rainfall (bars) at 
Funafuti. Light blue, dark blue and grey bars denote El Niño, La Niña and neutral years respectively. Solid black trend lines indicate a 
least squares fit. 
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Extreme Daily Air 
Temperature

Trends in night-time extreme daily 
temperatures were found to be stronger 
than day-time extreme temperatures 
(Table 15.3, Figure 15.4). At Funafuti, 
there have been significant increases in 
Warm Nights and significant decreases 
in Cool Nights. Trends in Warm 
and Cool Days are not significant, 
suggesting there has been little change 
in day-time extreme daily temperatures 
since 1961, which is in line with the little 
change found in mean maximum air 
temperatures (Table 15.3).

Table 15.3: Annual trends in air temperature and rainfall extremes at Funafuti. The 95% confidence intervals are shown in brackets. 
Values for trends significant at the 5% level are shown in boldface.

 Funafuti

TEMPERATURE (1961–2011)

Warm Days (days/decade) +5.99 (-6.47, +23.83)

Warm Nights (days/decade) +11.73 (+6.21, +17.59)

Cool Days (days/decade) -1.36 (-5.18, +3.25)

Cool Nights (days/decade) -8.00 (-18.59, -0.22)

RAINFALL  

Rain Days ≥ 1 mm (days/decade) -0.67 (-4.59, +3.33)

Very Wet Day rainfall (mm/decade) -39.78 (-134.21, +42.99)

Consecutive Dry Days (days/decade) 0.00 (-0.24, +0.67)

Max 1-day rainfall (mm/decade) -1.23 (-8.63, +5.76)

Warm Days: Number of days with maximum temperature greater than the 90th percentile for the base period 1971–2000
Warm Nights: Number of days with minimum temperature greater than the 90th percentile for the base period 1971–2000
Cool Days: Number of days with maximum temperature less than the 10th percentile for the base period 1971–2000
Cool Nights: Number of days with minimum temperature less than the 10th percentile for the base period 1971–2000
Rain Days ≥ 1 mm: Annual count of days where rainfall is greater or equal to 1 mm (0.039 inches)
Very Wet Day rainfall: Amount of rain in a year where daily rainfall is greater than the 95th percentile for the reference period 1971–2000
Consecutive Dry Days: Maximum number of consecutive days in a year with rainfall less than 1 mm (0.039 inches)
Max 1-day rainfall: Annual maximum 1-day rainfall

15.4.2 Rainfall

Annual and Half-year 
Total Rainfall

Notable interannual variability 
associated with the ENSO is evident 
in the observed rainfall record for 
Funafuti since 1927 (Figure 15.3). 
Trends in annual and half-year 
rainfall presented in Table 15.3 
and Figure 15.2 are not statistically 
significant at the 5% level. In other 
words, annual and half-year rainfall 
trends show little change at Funafuti.

Daily Rainfall

Daily rainfall trends for Funafuti are 
presented in Table 15.3. Due to large 
year-to-year variability, there are no 
significant trends in the daily rainfall 
indices. Figure 15.5 shows insignificant 
trends in annual Very Wet Days and 
Consecutive Dry Days. 

Figure 15.4: Observed time series of annual total number of Warm Nights (left) and Cool Nights (right) at Funafuti. Solid black trend 
lines indicate least squares fit.
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Figure 15.5: Observed time series of annual total values of Very Wet Days (left) and Consecutive Dry Days (right) at Funafuti. Solid 
black trend lines indicate least squares fit.

15.4.3 Tropical 
Cyclones
When tropical cyclones affect Tuvalu 
they tend to do so between November 
and April. Occurrences outside this 
period are rare. The tropical cyclone 
archive for the Southern Hemisphere 
indicates that between the 1969/70 
and 2010/11 cyclone seasons 
35 tropical cyclones developed 
within or crossed the Tuvalu EEZ 
(Figure 15.6) This represents an 
average of 8 cyclones per decade. 
Refer to Chapter 1, Section 1.4.2 
(Tropical Cyclones) for an explanation 
of the difference in the number of 
tropical cyclones occurring in Tuvalu 
in this report (Australian Bureau of 
Meteorology and CSIRO, 2014) 
compared to Australian Bureau of 
Meteorology and CSIRO (2011). 
Tropical cyclones were most frequent 
in El Niño years (12 cyclones per 
decade) and least frequent in La Niña 
years (3 cyclones per decade). The 
neutral year average is 7 cyclones per 
decade. Only three of the 24 tropical 
cyclones (13%) between the 1981/82 
and 2010/11 seasons were severe 
events (Category 3 or stronger) in the 
Tuvalu EEZ. 

Long term trends in frequency and 
intensity have not been presented 
as country scale assessment is not 
recommended. Some tropical cyclone 
tracks analysed in this subsection 
include the tropical depression stage 
(sustained winds less than or equal to 

34 knots) before and/or after tropical 
cyclone formation. 

Additional information on historical 
tropical cyclones in the Tuvalu region 
can be found at www.bom.gov.au/
cyclone/history/tracks/index.shtml 

Figure 15.6: Time series of the observed number of tropical cyclones developing within 
and crossing the Tuvalu EEZ per season. The 11-year moving average is in blue. 

http://www.bom.gov.au/cyclone/history/tracks/index.shtml
http://www.bom.gov.au/cyclone/history/tracks/index.shtml


308 Climate Variability, Extremes and Change in the Western Tropical Pacific: New Science and Updated Country Reports

The performance of the available 
Coupled Model Intercomparison 
Project (Phase 5) (CMIP5) climate 
models over the Pacific has been 
rigorously assessed (Brown et 
al., 2013a, b; Grose et al., 2014; 
Widlansky et al., 2013). The simulation 
of the key processes and features 
for the Tuvalu region is similar to the 
previous generation of CMIP3 models, 
with all the same strengths and 
many of the same weaknesses. The 
best-performing CMIP5 models used 
here have lower biases (differences 
between the simulated and observed 
climate data) than the best CMIP3 
models, and there are fewer poorly-
performing models. For Tuvalu, there 
are two main issues that affect the 
confidence in climate projections. 
The simulated temperatures near 
the equator to the north are too cold 
compared too observations (the ‘cold-
tongue bias’, also see Chapter 1) and 
therefore the region is too dry, and 
simulated rainfall in the SPCZ is too 
zonally (east-west) oriented and too 

wet in May–October due to the SPCZ 
extending too far east in this season. 
Also, the West Pacific Monsoon does 
not reach Tuvalu in the majority of 
CMIP5 models. These issues create 
biases in the mean annual rainfall and 
seasonal cycle of rainfall. This means 
there is not a single projected future for 
Tuvalu, but rather a range of possible 
futures for each emission scenario. 
Changes in large–scale climate 
features provide important contextual 
information for the regional climate 
projections (Chapter 1). Out of 27 
models assessed, three models were 
rejected for use in these projections 
due to biases in the mean climate 
and in the simulation of the SPCZ. 
Climate projections have been derived 
from up to 24 new GCMs in the 
CMIP5 database (the exact number is 
different for each scenario, Appendix 
A), compared with up to 18 models 
in the CMIP3 database reported in 
Australian Bureau of Meteorology and 
CSIRO (2011).

15.5.1 Temperature
Further warming is expected over 
Tuvalu (Figure 15.7, Table 15.6). Under 
all RCPs, the warming is up to 1.0°C 
by 2030, relative to 1995, but after 
2030 there is a growing difference 
in warming between each RCP. 
For example, in Tuvalu by 2090, a 
warming of 2.0–4.0°C is projected for 
RCP8.5 while a warming of 0.4–1.3°C 
is projected for RCP2.6. This range 
is broader than that presented in 
Australian Bureau of Meteorology and 
CSIRO (2011) because a wider range 
of emissions scenarios is considered. 
While relatively warm and cool years 
and decades will still occur due to 
natural variability, there is projected to 
be more warm years and decades on 
average in a warmer climate. 

15.5 Climate Projections

Figure 15.7: Historical and simulated surface air temperature time series for the region surrounding Tuvalu. The graph shows the 
anomaly (from the base period 1986–2005) in surface air temperature from observations (the GISS dataset, in purple), and for the 
CMIP5 models under the very high (RCP8.5, in red) and very low (RCP2.6, in blue) emissions scenarios. The solid red and blue lines 
show the smoothed (20-year running average) multi-model mean anomaly in surface air temperature, while shading represents the 
spread of model values (5–95th percentile). The dashed lines show the 5–95th percentile of the observed interannual variability for 
the observed period (in black) and added to the projections as a visual guide (in red and blue). This indicates that future surface air 
temperature could be above or below the projected long-term averages due to interannual variability. The ranges of projections for a 
20-year period centred on 2090 are shown by the bars on the right for RCP8.5, 6.0, 4.5 and 2.6.
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There is very high confidence that 
temperatures will rise because:

•	 It is known from theory and 
observations that an increase in 
greenhouse gases will lead to a 
warming of the atmosphere; and

•	 Climate models agree that the long-
term average temperature will rise.

There is medium confidence in the 
model average temperature change 
shown in Table 15.6 because:

•	 The new models simulate the 
temperature change of the recent 
past in Tuvalu with reasonable 
accuracy; and

•	 Sea-surface temperatures north 
of Tuvalu are too cold in most 
CMIP5 climate models in the 
current climate, and this affects the 
projection into the future.

15.5.2 Rainfall
The CMIP5 models show a range 
of projected average annual rainfall 
change from an increase to a 
decrease, and the model average 
is near zero. The range is greater 
in the highest emissions scenarios 
(Figure 15.8, Table 15.6). Tuvalu sits 
between a region where rainfall is 
projected to increase to the north, 
and a region of little change or 
slight decrease to the south. In the 
November–April season and in the 
May–October season there is a 
wide spread in model projections.  
These results are very different from 
those found in Australian Bureau of 
Meteorology and CSIRO (2011), which 
reported an increase in rainfall in all 
seasons with high confidence. The 
range of new model results and new 
research into the drivers of change 
suggest that there is less certainty in 
the direction of projected change and 
the location of Tuvalu in relation to the 

regionos of increasing and decreasing 
rainfall than found previously.

The year-to-year rainfall variability 
over Tuvalu is generally larger than 
the projected change, except for the 
models with the largest projected 
changes in rainfall towards the end 
of the century. The effect of climate 
change on average rainfall may not be 
obvious in the short or medium term 
due to natural variability. 

Figure 15.8: Historical and simulated annual average rainfall time series for the region surrounding Tuvalu. The graph shows the 
anomaly (from the base period 1986–2005) in rainfall from observations (the GPCP dataset, in purple), and for the CMIP5 models under 
the very high (RCP8.5, in red) and very low (RCP2.6, in blue) emissions scenarios. The solid red and blue lines show the smoothed (20-
year running average) multi-model mean anomaly in rainfall, while shading represents the spread of model values (5–95th percentile). 
The dashed lines show the 5–95th percentile of the observed interannual variability for the observed period (in black) and added to 
the projections as a visual guide (in red and blue). This indicates that future rainfall could be above or below the projected long-term 
averages due to interannual variability. The ranges of projections for a 20-year period centred on 2090 are shown by the bars on the 
right for RCP8.5, 6.0, 4.5 and 2.6.

There is no strong agreement as to 
the direction of change in the models 
and some models project little change. 
This lowers the confidence that we can 
determine the most likely direction of 
change in annual rainfall, and makes 
the amount difficult to determine. The 
5–95th percentile range of projected 
values from CMIP5 climate models 
is large, e.g. for RCP8.5 (very high 
emissions) the range is -1 to +9% by 
2030 and -26 to +31% by 2090. 
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There is low confidence that there 
will be little change in average annual 
rainfall for Tuvalu because:

•	 This average finding of little change 
is the average of a large model 
spread from a projected rainfall 
increase to a large decrease, and 
also many models project little 
change; and

•	 The future of the SPCZ is not clear 
due to model biases in the current 
climate, and likewise the future 
behaviour of the ENSO is unclear 
(see Box in Chapter 1).

There is low confidence in the model 
average rainfall change shown in 
Table 15.6 because:

•	 There is a large spread in model 
rainfall projections, which range 
from a projected rainfall increase to 
a rainfall decrease;

•	 Simulated ocean temperatures 
are generally too cold to the north 
of Tuvalu, rainfall is too strong in 
the SPCZ to the south and the 
seasonal cycle of rainfall does 
not fully match observations for 
the current climate, lowering the 
confidence in the projections;

•	 The complex set of processes 
involved in tropical rainfall is 
challenging to simulate in models. 
This means that the confidence in 
the projection of rainfall is generally 
lower than for other variables such 
as temperature; and

•	 The future behaviour of the 
ENSO is unclear, and the ENSO 
strongly influences year-to-year 
rainfall variability.

15.5.3 Extremes

Extreme Temperature

The temperature on extremely hot days 
is projected to increase by about the 
same amount as average temperature. 
This conclusion is based on analysis 
of daily temperature data from a 
subset of CMIP5 models (Chapter 1). 
The frequency of extremely hot days is 
also expected to increase.

The temperature of the 1-in-20-year 
hot day is projected to increase by 
approximately 0.5°C by 2030 under 
the RCP2.6 scenario and by 0.7°C 
under the RCP8.5 scenario. By 2090 
the projected increase is 0.7°C for 
RCP2.6 and 3°C for RCP8.5. 

There is very high confidence that the 
temperature of extremely hot days and 
the temperature of extremely cool days 
will increase, because:

•	 A change in the range of 
temperatures, including the 
extremes, is physically consistent 
with rising greenhouse gas 
concentrations;

•	 This is consistent with observed 
changes in extreme temperatures 
around the world over recent 
decades (IPCC, 2012); and

•	 All the CMIP5 models agree on 
an increase in the frequency and 
intensity of extremely hot days and 
a decrease in the frequency and 
intensity of cool days.

There is low confidence in the 
magnitude of projected change in 
extreme temperature because models 
generally underestimate the current 
intensity and frequency of extreme 
events, especially in this area, due to 
the ‘cold-tongue bias’ (Chapter 1). 
Changes to the particular driver of 
extreme temperatures affect whether 
the change to extremes is more or 
less than the change in the average 
temperature, and the changes to the 
drivers of extreme temperatures in 
Tuvalu are currently unclear. Also, while 
all models project the same direction 
of change there is a wide range in the 
projected magnitude of change among 
the models.

Extreme Rainfall

The frequency and intensity of 
extreme rainfall events are projected 
to increase. This conclusion is based 
on analysis of daily rainfall data from 
a subset of CMIP5 models using a 
similar method to that in Australian 
Bureau of Meteorology and CSIRO 
(2011) with some improvements 

(Chapter 1), so the results are slightly 
different to those in Australian Bureau 
of Meteorology and CSIRO (2011). 
The current 1-in-20-year daily rainfall 
amount is projected to increase by 
approximately 0 mm by 2030 for 
RCP2.6 and by 5 mm by 2030 for 
RCP8.5. By 2090, it is projected to 
increase by approximately 7 mm 
for RCP2.6 and by 28 mm for 
RCP8.5.The majority of models project 
the current 1-in-20-year daily rainfall 
event will become, on average, a 
1-in-10-year event for RCP2.6 and 
a 1-in-6-year event for RCP8.5 by 
2090. These results are different to 
those found in Australian Bureau 
of Meteorology and CSIRO (2011) 
because of different methods used 
(Chapter 1).

There is high confidence that the 
frequency and intensity of extreme 
rainfall events will increase because:

•	 A warmer atmosphere can hold 
more moisture, so there is greater 
potential for extreme rainfall 
(IPCC, 2012); 

•	 Consistent with the mixed changes 
in mean and extreme rainfall 
indices, the pattern of change 
in the extreme rainfalls shows 
considerable variation from station 
to station. For the lower recurrence 
intervals (2 and 5 years) there is 
little systematic change in rainfall 
intensity. In some contrast the 
very most extreme rainfall being 
that occurring with an average 
recurrence interval of 20 years 
shows a mean increase of 3.5%, 
(significant at the 10% level);

•	 Increases in extreme rainfall in the 
Pacific are projected in all available 
climate models; and

•	 An increase in extreme rainfall 
events within the SPCZ region 
was found by an in-depth study of 
extreme rainfall events in the SPCZ 
(Cai et al., 2012).
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There is low confidence in the 
magnitude of projected change in 
extreme rainfall because:

•	 Models generally underestimate the 
current intensity of local extreme 
events, especially in this area due to 
the ‘cold-tongue bias’ (Chapter 1);

•	 Changes in extreme rainfall 
projected by models may be 
underestimated because models 
seem to underestimate the 
observed increase in heavy rainfall 
with warming (Min et al., 2011);

•	 GCMs have a coarse spatial 
resolution, so they do not 
adequately capture some of the 
processes involved in extreme 
rainfall events; and

•	 The Conformal Cubic Atmospheric 
Model (CCAM) downscaling model 
has finer spatial resolution and 
the CCAM results presented in 
Australian Bureau of Meteorology 
and CSIRO (2011) indicates a 
smaller increase in the number of 
extreme rainfall days, and there is 
no clear reason to accept one set of 
models over another.

Drought

Drought projections (defined in 
Chapter 1) are described in terms 
of changes in proportion of time in 
drought, frequency and duration 
by 2090 for very low and very high 
emissions (RCP2.6 and 8.5). 

For Tuvalu the overall proportion of 
time spent in drought is expected 
to decrease under all scenarios. 
Under RCP8.5 the frequency of 
mild, moderate and severe drought 
events is expected to decrease while 
the frequency of extreme drought 
events is expected to remain stable 
(Figure 15.9). The duration of drought 
events in all categories is expected to 
remain stable under RCP8.5. Under 
RCP2.6 the frequency and duration 
of drought events in all categories is 
projected to decrease slightly. These 
results are similar to those found in 
Australian Bureau of Meteorology and 
CSIRO (2011), except the uncertainty 
related to projected rainfall change 
means that these drought projections 
have been given the rating of 
low confidence. 

There is low confidence in this 
direction of change because:

•	 There is low confidence in the 
direction of mean rainfall change;

•	 These drought projections are 
based upon a subset of models; 
and

•	 Like the CMIP3 models, the majority 
of the CMIP5 models agree on this 
direction of change.

There is low confidence in the 
projections of drought duration and 
frequency because there is low 
confidence in the magnitude of rainfall 
projections, and no consensus about 
projected changes in the ENSO, 
which directly influence the projection 
of drought.

Figure 15.9: Box-plots showing percent of time in moderate, severe or extreme drought (left hand side), and average drought duration 
and frequency for the different categories of drought (mild, moderate, severe and extreme) for Tuvalu. These are shown for 20-year 
periods centred on 1995, 2030, 2050, 2070 and 2090 for the RCP8.5 (very high emissions) scenario. The thick dark lines show the 
median of all models, the box shows the interquartile (25–75%) range, the dashed lines show 1.5 times the interquartile range and 
circles show outlier results. 
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Tropical Cyclones

Global Picture

There is a growing level of consistency 
between models that on a global basis 
the frequency of tropical cyclones 
is likely to decrease by the end of 
the 21st century. The magnitude of 
the decrease varies from 6%–35% 
depending on the modelling study. 
There is also a general agreement 
between models that there will be an 
increase in the mean maximum wind 
speed of cyclones by between 2% 
and 11% globally, and an increase in 
rainfall rates of the order of 20% within 
100 km of the cyclone centre (Knutson 
et al., 2010). Thus, the scientific 
community has a medium level of 
confidence in these global projections.  

Tuvalu

In Tuvalu, the projection is for 
a decrease in cyclone genesis 
(formation) frequency for the 
south-east basin (see Figure 15.10 
and Table 15.4). The confidence level 
for this projection is high. The GCMs 
show consistent results across models 
for changes in cyclone frequency 
for the south-east basin, using the 
direct detection methodologies (OWZ 
or CDD) described in Chapter 1. 
Approximately 80% of the projected 
changes, based on these methods, 
vary between a 5% decrease to a 50% 
decrease in genesis frequency with half 
projecting a decrease between 20 and 
40%. The empirical techniques assess 
changes in the main atmospheric 
ingredients known to be necessary for 
cyclone formation. Projections based 
upon these techniques suggest the 
conditions for cyclone formation will 
become less favourable in this region 
with about half of projected changes 
indicating decreases between 10 
and 40% in genesis frequency. These 
projections are consistent with those of 
Australian Bureau of Meteorology and 
CSIRO (2011).  

Table 15.4 Projected percentage change in cyclone frequency in the south-east basin 
(0–40ºS; 170 ºE–130ºW) for 22 CMIP5 climate models, based on five methods, for 2080–
2099 relative to 1980–1999 for RCP8.5 (very high emissions). The 22 CMIP5 climate 
models were selected based upon the availability of data or on their ability to reproduce 
a current-climate tropical cyclone climatology (See Section 1.5.3 – Detailed Projection 
Methods, Tropical Cyclones). Blue numbers indicate projected decreases in tropical 
cyclone frequency, red numbers an increase. MMM is the multi-model mean change. 
N increase is the proportion of models (for the individual projection method) projecting 
an increase in cyclone formation.

Model GPI change GPI-M change Tippett CDD OWZ

access10 5 -22 -54 -23

access13 -26 -26 -36 -10

bcccsm11 -3 -1 -28 -5

canesm2 -7 -13 -49 -6

ccsm4 -78 -5

cnrm_cm5 -4 -5 -26 8 7

csiro_mk36 -16 -13 -33 -26 -27

fgoals_g2 6 -8 -40

fgoals_s2 -15 -20 -48

gfdl_esm2m -48 -36

gfdl_cm3 -1 -5 -25 -11

gfdl_esm2g -18 -36

gisse2r 17 16 -6

hadgem2_es -8 -11 -51

Inm -3 -3 -30

ipslcm5alr -13 -19 -43

ipslcm5blr 7

miroc5 -43 -22

mirocesm -40 -38 46

mpim -26 -19 -41

mricgcm3 -8 -10 -28

noresm1m -36 -40 -59 -80

MMM -11 -14 -32 -29 -17

N increase 0.2 0.1 0.1 0.2 0.125



313Chapter 15: Tuvalu

15.5.4 Coral Reefs and 
Ocean Acidification
As atmospheric CO2 concentrations 
continue to rise, oceans will warm and 
continue to acidify. These changes 
will impact the health and viability 
of marine ecosystems, including 
coral reefs that provide many key 
ecosystem services (high confidence). 
These impacts are also likely to be 
compounded by other stressors such 
as storm damage, fishing pressure and 
other human impacts. 

The projections for future ocean 
acidification and coral bleaching use 
three RCPs (2.6, 4.5, and 8.5).

Ocean Acidification

In Tuvalu the aragonite saturation state 
has declined from about 4.5 in the late 
18th century to an observed value of 
about 4.0±0.1 by 2000 (Kuchinke et 
al., 2014). All models show that the 
aragonite saturation state, a proxy for 
coral reef growth rate, will continue 
to decrease as atmospheric CO2 
concentrations increase (very high 
confidence). Projections from CMIP5 
models indicate that under RCPs 
8.5 and 4.5 the median aragonite 
saturation state will transition to 
marginal conditions (3.5) around 2030. 
In RCP8.5 the aragonite saturation 
state continues to strongly decline 
thereafter to values where coral reefs 
have not historically been found 

(< 3.0). Under RCP4.5 the aragonite 
saturation plateaus around 3.2 i.e. 
marginal conditions for healthy coral 
reefs.  While under RCP2.6 the median 
aragonite saturation state never falls 
below 3.5, and increases slightly 
toward the end of the century (Figure 
15.11) suggesting that the conditions 
remains adequate for healthy corals 
reefs. There is medium confidence in 
this range and distribution of possible 
futures because the projections are 
based on climate models that do not 
resolve the reef scale that can play a 
role in modulating large-scale changes. 
The impacts of ocean acidification 
are also likely to affect the entire 
marine ecosystem impacting the key 
ecosystem services provided by reefs. 

Figure 15.10: Projected percentage change in cyclone frequency in the south-east basin (data from Table 15.4). 
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Coral Bleaching Risk

As the ocean warms, the risk of 
coral bleaching increases (very 
high confidence). There is medium 
confidence in the projected rate of 
change for Tuvalu because there is 
medium confidence in the rate of 
change of SST, and the changes at 
the reef scale (which can play a role in 
modulating large-scale changes) are 
not resolved. Importantly, the coral 
bleaching risk calculation does not 
account the impact of other potential 
stressors (Chapter 1).

The changes in the frequency (or 
recurrence) and duration of severe 
bleaching risk are quantified for 
different projected sea-surface 

temperature (SST) changes 
(Table 15.5). Overall there is a decrease 
in the time between two periods 
of elevated risk and an increase in 
the duration of the elevated risk. 
For example, under a long-term mean 
increase of 1°C (relative to 1982–1999 
period), the average severe bleaching 
risk event will last 10.5 weeks (with a 
minimum duration of 1.4 weeks and a 
maximum duration of 7.7 months) and 
the average time between two risks 
will be 1.3 years (with the minimum 
recurrence of 0.9 months and a 
maximum recurrence of 4.6 years). 
If severe bleaching events occur more 
often than once every five years, 
the long-term viability of coral reef 
ecosystems becomes threatened.

Figure 15.11: Projected decreases in aragonite saturation state in Tuvalu from CMIP5 models under RCP2.6, 4.5 and 8.5. Shown are 
the median values (solid lines), the interquartile range (dashed lines), and 5% and 95% percentiles (light shading). The horizontal line 
represents the transition to marginal conditions for coral reef health (from Guinotte et al., 2003). 

15.5.5 Sea Level
Mean sea level is projected to 
continue to rise over the course of 
the 21st century. There is very high 
confidence in the direction of change. 
The CMIP5 models simulate a rise 
of between approximately 7–18 cm 
by 2030 (very similar values for 
different RCPs), with increases of 
39–87 cm by 2090 under the RCP8.5 
(Figure 15.12 and Table 15.6). There 
is medium confidence in the range 
mainly because there is still uncertainty 
associated with projections of the 
Antarctic ice sheet contribution. 
Interannual variability of sea level will 
lead to periods of lower and higher 
regional sea levels. In the past, this 
interannual variability has been about 
26 cm (5–95% range, after removal of 
the seasonal signal, see dashed lines 
in Figure 15.12 (a) and it is likely that a 
similar range will continue through the 
21st century. 
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Table 15.5: The impacts of increasing SST on severe coral bleaching risk for the Tuvalu EEZ.

Temperature change 1 Recurrence interval 2 Duration of the risk event 3

Change in observed mean 0 0

+0.25°C 30 years 4.2 weeks

+0.5°C 19.1 years (14.6 years – 24.6 years) 7.0 weeks (5.2weeks – 9.0 weeks)

+0.75°C 4.3 years (6.7 months –  10.3 years) 8.7 weeks (2.4 weeks – 4.3 months)

+1°C 1.3 years (0.9 months – 4.6 years) 10.5 weeks (1.4 weeks – 7.7months)

+1.5°C 6.8 months (0.8 months – 2.3 years) 5.8 months (1.7 weeks – 2.1 years)

+2°C 2.9 months (0.8 months – 6.6 months) 8.4 months ( 3.3 weeks – 6.6 years)

1 This refers to projected SST anomalies above the mean for 1982–1999. 
2 Recurrence is the mean time between severe coral bleaching risk events. Range (min – max) shown in brackets.
3 Duration refers to the period of time where coral are exposed to the risk of severe bleaching. Range (min – max) shown in brackets.

Figure 15.12: (a) The observed tide-
gauge records of relative sea-level (since 
the late 1970s) are indicated in purple, 
and the satellite record (since 1993) 
in green. The gridded (reconstructed) 
sea level data at Tuvalu (since 1950) 
is shown in black. Multi-model mean 
projections from 1995–2100 are given for 
the RCP8.5 (red solid line) and RCP2.6 
emissions scenarios (blue solid line), with 
the 5–95% uncertainty range shown by 
the red and blue shaded regions. The 
ranges of projections for four emission 
scenarios (RCPs 2.6, 4.5, 6.0 and 8.5) by 
2100 are also shown by the bars on the 
right. The dashed lines are an estimate of 
interannual variability in sea level (5–95% 
uncertainty range about the projections) 
and indicate that individual monthly 
averages of sea level can be above or 
below longer-term averages.

(b) The regional distribution of projected 
sea level rise under the RCP4.5 emissions 
scenario for 2081–2100 relative to 
1986–2005. Mean projected changes 
are indicated by the shading, and the 
estimated uncertainty in the projections is 
indicated by the contours (in cm).
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15.5.6 Wind-driven 
Waves
During December–March, a small 
decrease in wave height is projected 
(significant in December, February and 
March in 2090 under RCP8.5, January 
in 2090 under RCP4.5 and February 
in 2035 under RCP8.5) (Figure 15.13), 
with a possible but non-significant 
decrease in wave period, and a small 
clockwise rotation in mean wave 
direction toward the east, with a 
suggested increase in waves from the 

north also, associated with cyclones, 
in 2090 under the RCP8.5 scenario 
(low confidence) (Table 15.7). No 
change is projected in the larger storm 
waves (low confidence).

In June–September, there are no 
statistically significant projected 
changes in wave properties 
(low confidence) (Table 15.7). 
Non-significant changes include an 
increase in wave height. An increase in 
the height of larger waves is suggested 
(low confidence).

Figure 15.13: Mean annual cycle of change in wave height between projection scenarios and mean of historical models in Tuvalu. This 
panel shows a small decrease in wave heights in the wet season months (statistically significant in 2090 RCP8.5 (very high emissions) 
in December, February and March, in January in 2090 under RCP4.5 and February in 2035 under RCP8.5, very high emissions), with 
no statistically significant change in the dry season months but a suggested increase in wave heights. Shaded boxes show 1 standard 
deviation of models’ means around the ensemble means, and error bars show the 5–95% range inferred from the standard deviation. 
Colours represent RCP scenarios and time periods: blue 2035 RCP4.5 (low emissions), red 2035 RCP8.5 (very high emissions), green 
2090 RCP4.5 (low emissions), purple 2090 RCP8.5 (very high emissions). 

There is low confidence in projected 
changes in the Tuvalu wind-wave 
climate because: 

•	 Projected changes in wave climate 
are dependent on confidence of 
projected changes in the ENSO, 
which is low; and

•	 The difference between simulated 
and observed (hindcast) wave 
data can be larger than the 
projected wave changes, which 
further reduces our confidence 
in projections. 
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15.5.7 Projections 
Summary
There is very high confidence in the 
direction of long-term change in a 
number of key climate variables, 
namely an increase in mean and 
extremely high temperatures, 
sea level and ocean acidification. 
There is high confidence that the 
frequency and intensity of extreme 
rainfall will increase. However, it is 
unclear whether average annual rainfall 

and drought frequency will increase, 
decrease or stay similar to the 
current climate.

Tables 15.6 and 15.7 quantify 
the mean changes and ranges of 
uncertainty for a number of variables, 
years and emissions scenarios. A 
number of factors are considered in 
assessing confidence, i.e. the type, 
amount, quality and consistency 
of evidence (e.g. mechanistic 
understanding, theory, data, models, 
expert judgment) and the degree 

of agreement, following the IPCC 
guidelines (Mastrandrea et al., 2010). 
Confidence ratings in the projected 
magnitude of mean change are 
generally lower than those for the 
direction of change (see paragraph 
above) because magnitude of change 
is more difficult to assess. For 
example, there is very high confidence 
that temperature will increase, but 
medium confidence in the magnitude 
of mean change.

Table 15.6: Projected changes in the annual and seasonal mean climate for Tuvalu under four emissions scenarios; RCP2.6 (very low 
emissions, in dark blue), RCP4.5 (low emissions, in light blue), RCP6 (medium emissions, in orange) and RCP8.5 (very high emissions, 
in red). Projected changes are given for four 20-year periods centred on 2030, 2050, 2070 and 2090, relative to a 20-year period 
centred on 1995. Values represent the multi-model mean change, with the 5–95% range of uncertainty in brackets. Confidence in the 
magnitude of change is expressed as high, medium or low. Surface air temperatures in the Pacific are closely related to sea-surface 
temperatures (SST), so the projected changes to air temperature given in this table can be used as a guide to the expected changes to 
SST. (See also Section 1.5.2). ‘NA’ indicates where data are not available. 

Variable Season 2030 2050 2070 2090
Confidence 

(magnitude of 
change)

Surface air 
temperature (°C)

Annual 0.6 (0.5–0.9) 0.8 (0.5–1.2) 0.8 (0.5–1.2) 0.8 (0.4–1.3) Medium

0.7 (0.5–1) 1 (0.7–1.4) 1.3 (0.9–1.8) 1.4 (1–2.1)

0.6 (0.4–0.9) 0.9 (0.6–1.4) 1.3 (0.9–2) 1.7 (1.1–2.6)

0.8 (0.5–1) 1.4 (1–1.9) 2.1 (1.5–3.1) 2.8 (2–4)

Maximum 
temperature (°C)

1-in-20 year 
event

0.5 (-0.1–0.8) 0.7 (0.1–1.1) 0.7 (-0.1–1.1) 0.7 (-0.1–1.1) Medium

0.6 (-0.1–0.9) 0.9 (0.1–1.3) 1.2 (0.4–1.8) 1.3 (0.6–2)

NA (NA–NA) NA (NA–NA) NA (NA–NA) NA (NA–NA)

0.7 (0.1–1.1) 1.4 (0.5–2) 2.2 (0.7–3.1) 2.9 (1.4–4.2)

Minimum 
temperature (°C)

1-in-20 year 
event

0.6 (0.3–0.8) 0.7 (0.2–1) 0.8 (0.4–1) 0.8 (0.4–0.9) Medium

0.6 (0.4–0.8) 0.9 (0.5–1.3) 1.1 (0.8–1.5) 1.3 (1–1.9)

NA (NA–NA) NA (NA–NA) NA (NA–NA) NA (NA–NA)

0.8 (0.4–1) 1.5 (1–2.1) 2.2 (1.6–3.3) 3 (2.2–4)

Total rainfall (%) Annual 2 (-2–5) 3 (-6–11) 3 (-10–12) 5 (-4–12) Low

4 (-2–12) 3 (-3–10) 6 (-5–15) 4 (-8–18)

4 (-4–10) 3 (-6–8) 1 (-10–8) -1 (-20–13)

4 (-1–9) 3 (-11–17) 6 (-15–28) 6 (-26–31)

Total rainfall (%) Nov-Apr 2 (-5–7) 3 (-6–10) 4 (-10–13) 6 (-6–15) Low

4 (-3–11) 3 (-7–11) 6 (-4–14) 4 (-10–15)

4 (-4–10) 4 (-8–11) 1 (-13–11) 2 (-21–15)

4 (-4–10) 4 (-16–16) 7 (-18–24) 8 (-25–36)

Total rainfall (%) May-Oct 3 (-2–8) 2 (-5–14) 2 (-8–14) 4 (-2–17) Low

3 (-1–13) 4 (-3–15) 5 (-3–21) 4 (-7–19)

5 (-3–16) 3 (-4–15) 0 (-9–10) -3 (-18–8)

3 (-1–11) 3 (-9–17) 4 (-15–30) 3 (-26–24)

Aragonite saturation 
state (Ωar)

Annual -0.3 (-0.6–0.0) -0.4 (-0.7–0.0) -0.4 (-0.7–0.0) -0.3 (-0.7–0.0) Medium

-0.3 (-0.7–0.0) -0.5 (-0.9–-0.2) -0.7 (-1.0–-0.4) -0.7 (-1.1–-0.4)

NA (NA–NA) NA (NA–NA) NA (NA–NA) NA (NA–NA)

-0.4 (-0.7–-0.1) -0.7 (-1.0–-0.4) -1.1 (-1.4–-0.8) -1.5 (-1.8–-1.1)

Mean sea level (cm) Annual 12 (7–17) 21 (13–30) 31 (19–44) 41 (23–59) Medium

12 (7–17) 22 (13–31) 34 (20–48) 47 (28–67)

12 (7–16) 21 (13–29) 33 (20–47) 48 (28–67)

12 (7–18) 24 (16–34) 41 (26–57) 62 (39–87)
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Waves Projections Summary

Table 15.7: Projected average changes in wave height, period and direction in Tuvalu for December–March and June–September for 
RCP4.5 (low emissions, in blue) and RCP8.5 (very high emissions, in red), for two 20-year periods (2026–2045 and 2081–2100), relative 
to a 1986–2005 historical period. The values in brackets represent the 5th to 95th percentile range of uncertainty. 

Variable Season 2035 2090 Confidence (range)

Wave height change (m) December–March -0.0 (-0.1–0.1)
-0.0 (-0.2–0.1)

-0.1 (-0.2–0.0)
-0 1 (-0.2–-0.0)

Low

June–September +0.0 (-0.2–0.2)
+0.0 (-0.2–0.2)

+0.0 (-0.2–0.3)
+0.1 (-0.2–0.3)

Low

Wave period change (s) December–March -0.0 (-1.1–1.2)
-0.1 (-1.2–1.1)

-0.1 (-1.4–1.4)
-0.1 (-1.6–1.4)

Low

June–September +0.0 (-1.1–1.1)
+0.0 (-1.1–1.4)

+0.0 (-1.3–1.4)
0.0 (-1.4–1.4)

Low

Wave direction change (° clockwise) December–March +0 (-20–20)
0 (-20–20)

0 (-20–20)
+0 (-20–20)

Low

June–September +0 (-10–10)
0 (-10–10)

+0 (-10–10)
+0 (-10–10)

Low

Wind-wave variables parameters are calculated for a 20-year period centred on 2035.
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